
 

 

 
 
DMG Series (SEMI E84) Overview 
 

Model Number Type Transmission Direction & Distance Mode Setting Logging Function 

DMG-GB1 
Sensor w/2M cable, 
flying leads Head-on, 1-meter range 

Reception/Transmission 
standby selectable  100 times 

DMG-HB1 
Sensor w/2M cable, 
flying leads Side-on, 1-meter range 

Reception/Transmission 
standby selectable 100 times 

DMG-GB1-Z07 

Sensor w/5M cable, 
DB25 connector     
(#4-40 UNC inch screws) Head-on, 1-meter range 

Reception/Transmission 
standby selectable 100 times 

DMG-HB1-Z01 

Sensor w/2M cable, 
DB25 connector     
(#4-40 UNC inch screws) Side-on, 1-meter range 

Reception/Transmission 
standby selectable 100 times 

DMG-HB1-Z02 

Sensor w/2M cable, 
DB25 connector     
(M2.6 mm screws) Side-on, 1-meter range 

Reception/Transmission 
standby selectable 100 times 

DMG-HB1-Z03 

Sensor w/5M cable, 
DB25 connector     
(M2.6 mm screws) Side-on, 1-meter range 

Reception/Transmission 
standby selectable 100 times 

DMG-HB1-Z09 

Sensor w/5M cable, 
DB25 connector     
(#4-40 UNC inch screws) Side-on, 1-meter range 

Reception/Transmission 
standby selectable 100 times 

 
 
**** For detailed product specifications please visit the Downloads section of our website. 


